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Fiber Diameters Micron 8.0 Production monitored through pressure drop testing.
10.0
15.0
25.0 Available only as bulk
35.0 Available only as bulk

Glass Density g/cm3 2.5
Ignition Loss % 0.8 - 0.9 Roving

0.4 - 0.5 Bulk
Softening Point oC 675 
Pressure Drop All production is monitored for all flow pressure drop.
Weight g/m 34 8 micron Roving

37 10 micron roving
40 15 micron roving

Packaging Lbs./ctn. 50 Roving is coiled within its carton for tangle-free payout.
35 8 micron Bulk
50 10, 15, 25, 35 micron Bulk   

GGllaassss  SSttaappllee  SSttrraanndd

PPrroodduucctt  IInnffoorrmmaattiioonn

Vitron® glass staple is soft resilient glass fibers used in
a diversity of applications.  The fibers are produced from
a dispersion of long glass filaments of random length and
are free of unfiberized glass particles.  The products
contain a slight surface lubricant to facilitate handling.
Several chemically resistant glass formulations are
available. 

AAddvvaannttaaggeess::    

· High Temperature Resistance - Vitron® glass staple
can withstand long-duration exposure to tempera
tures of up to 500C with no loss of capability.

· Chemical Resistance - The fibers resist acid, organic 
solvents and a wide range of industrial chemicals.

· Bacterial Resistance - Vitron® glass staple is unaf
fected by bacteria and can be sterilized for use in 
antibiotic and pharmaceutical production.

AApppplliiccaattiioonnss

- Fermentation Filters
- Sterile Filters
- Industrial Air Filters
- Mist Eliminators
- Sulphuric Acid Filters
- General Purpose Air Filters
- Sound Abatement
- Thermal Insulation

· High Retention - Variable fiber diameter, high density, 
and the general structure and condition of Vitron® 
glass staple combine to provide excellent purpose-
specific particle retention which can be additionally 
varied by altering the packing density.
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Glass Staple Strand - Roving & Bulk
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The physical (or chemical) properties of Johns Manville products represent typical
average values obtained in accordance with accepted test methods at the time of
manufacture and are subject to normal manufacturing variations.  They are supplied
as a technical service and are subject to change without notice.  Check the Johns
Manville office to assure current information.  For a copy of the Johns Manville
Limited Warranty and Limitation of Remedy or other product information, contact your
local Sales Representative.

http://www.jm.com/msds/en1016.pdf
http://www.jm.com
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