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Cold Weather Guidelines for JM Adhesives 
 
During colder months, it’s very important to consider the temperature sensitivity of adhesives. Popular 
products that can be affected by temperature include JM QuickFoam™, JM Two-Part Urethane 
Insulation Adhesive, JM Roofing System Urethane Adhesive, JM One-Step Foamable Adhesive, and 
JM All Season Sprayable Bonding Adhesive. Temperature impacts chemical viscosity and reaction 
time, both of which are critical for proper mixing, coverage, and overall product performance. 
 
Most adhesives must be at approximately 70°F (21°C) before application. Review product data sheets 
and installation guides for storage and application temperature ranges. Applying adhesives at 
temperature outside of the recommended ranges can negatively impact product performance. 
 
Canister adhesives are especially sensitive to lower temperatures. Canisters stored below 70°F can 
lose pressure, which will negatively affect coverage rate and bonding performance. If this occurs, the 
products must be brought up to 70°F for at least 36 hours to increase temperature and to rebuild 
canister pressure. 
 
When applying canister adhesive in ambient temperatures between 40° - 70°F, it is highly 
recommended to use a powered blanket/wrap or insulated box to keep the material at 70°F while 
dispensing. Canisters may also need to be agitated prior to dispensing; please refer to detailed 
application instructions. 
 
JM QuickFoam™ Adhesive Installation Guidelines 
JM Two-Part Urethane Insulation Adhesive Canister Operating Instructions 
JM Roofing System Urethane Adhesive (RSUA) Installation Guidelines 
JM One-Step Foamable Adhesive Data Sheet 
JM All Season Sprayable Bonding Adhesive Installation Guide 
JM PVC JM All Season Sprayable Bonding Adhesive Installation Guide 

 

 

 

 

 

 

https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7353-quickfoam-install-guide-en.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/brochure/rs-9299-12-17.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/brochure/rs-9299-12-17.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7351-jm-rsua-install-guide.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/data-sheet/rs-7374-one-step-foamable-adhesive-data-sheet.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7885-jm-assba-quick-installation.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7885-jm-assba-quick-installation.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7890-jm-pvc-assba-quick-installation.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/assets/installation-guide/rs-7890-jm-pvc-assba-quick-installation.pdf


 

 

Quick Reference Guide for JM Adhesives 
 

Product Ambient Installation Temperature Adhesive Temperature 
During Application 

JM QuickFoam™ Adhesive    
(Cartridges & Drums) 25°F (-4°C) and Rising 70°F (21°C) 

JM 2-Part Urethane Insulation 
Adhesive (Cartridges, Boxes, 

Drums) 
40°F (4°C) and Rising         

(Regular Grade) 
70°F (21°C) 

JM 2-Part Urethane Insulation 
Adhesive (Cartridge) 0-65°F (-18 - 18°C) (Winter Grade) 70°F (21°C) 

JM One-Step Foamable Adhesive 
(Cartridge) 0-65°F (-18 - 18°C) 70°F (21°C) 

JM 2-Part Urethane Insulation 
Adhesive (Boxes, Drums) 25-65°F (-4 - 18°C) (Winter Grade) 70°F (21°C) 

JM Roofing System Urethane 
Adhesive (Cartridges, Boxes, 

Drums) 

25°F (-4°C) and Rising 70°F (21°C) 

JM TPO/EPDM All Season 
Sprayable Bonding Adhesive 25°F (-4°C) and Rising 70°F (21°C) 

JM PVC All Season Sprayable 
Bonding Adhesive 25°F (-4°C) and Rising 70°F (21°C) 

 
Please Note: The temperature must remain at or above Ambient Installation Temperature stated above 
for a minimum of 24 hours after application, or the adhesive may not cure properly. Do not install when 
the dew point and the ambient temperature have a separation of less than 5° and is not expected to be 
more during application time. 

 
Thank you for your continued business and support of JM products. Please contact your JM 
Representative with any questions. 

 
Jeffrey Job 
Polyiso Product Manager 
Johns Manville Roofing Systems 
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