
VERTICAL JOINTS ARE TO BE OVERLAPPED 4" MINIMUM FOR ALL APPLICATIONS.  3 COURSING WITH MBR UTILITY CEMENT AND FABRIC
OR JM MBR FLASHING CEMENT IS RECOMMENDED ON ALL VERTICAL FLASHING LAPS. IT IS REQUIRED ON INSIDE/OUTSIDE CORNERS
EXTENDING PAST LEADING EDGE OF CANT STRIPS.

NOTES:

ANY CARPENTRY, METAL WORK, OR MASONRY CONSTRUCTION SHOULD BE DESIGNED AND CONSTRUCTED IN
ACCORDANCE WITH LOCAL  CODE REQUIREMENTS AND/OR PROJECT SPECIFICATIONS. THESE COMPONENTS SHOULD
BE REVIEWED AND APPROVED BY A  LICENSED DESIGN PROFESSIONAL.

PLEASE SEE BITUMINOUS FLASHING SPECIFICATIONS FOR A FULL DESCRIPTION OF INSTALLATION
INSTRUCTIONS AND REQUIREMENTS WHICH ARE CONSIDERED A PART OF THIS DETAIL.

REFER TO JOHNS MANVILLE WEBSITE (www.jm.com) FOR MOST UP-TO-DATE INFORMATION.1.

2.

3.

4.

.

8" MIN. TO 24" MAX.
BASE FLASHING HT.

4" MIN. (1 FLASHING)
               OR
6" MIN. (2 FLASHINGS)

MBR FLASHING CEMENT OR
MBR UTILITY CEMENT

FESCANT
PLUS

ASPHALT
PRIMER

SURFACE MOUNTED REGLET
USE POLYURETHANE CAULK

FASTEN 12" O.C. W/
APPROVED FASTENERS

3 COURSING

METAL REGLET

METAL COUNTER FLASHING

DYNASTICK CAP OR
APPEX 4.5M SA

DYNASTICK BASE
OR PLY

JM DYNASTICK CAP OR
APPEX 4.5M SA

JM DYNASTICK BASE
OR PLY
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