**NOTE:**
JM EPDM TAPE PRIMER OR JM SINGLE PLY MEMBRANE PRIMER (LOW VOC) MUST BE APPLIED TO ALL SURFACES COMING INTO CONTACT WITH JM EPDM PEEL & STICK FLASHINGS.

**FIELD MEMBRANE**
STOPS AT WALL
JM APPROVED FASTENER & PLATE 12" (304 mm) O.C. MAX. - PENETRATION DEPENDANT ON DECK MATERIAL(S). SEE SPECIFICATIONS FOR FURTHER INFORMATION

**JM EPDM 3" SEAM TAPE**
JM EPDM TAPE PRIMER ON ALL SURFACES COMING INTO CONTACT WITH EPDM SEAM TAPE

**JM EPDM MEMBRANE ADHERED TO WALL WITH JM APPROVED MEMBRANE ADHESIVE - (SEE DETAIL E-FW-M1)**
JM EPDM 3" SEAM TAPE WITH 1/8" TO 1/4" EXPOSED

**STEP 2**

**TERMATE PER E-FW-I & E-FW-T DETAILS**
APPROVED WALL SUBSTRATE

**STEP 3**

**JM EPDM 7" X 9" PEEL & STICK INSIDE/OUTSIDE CORNER**
JM EPDM TAPE PRIMER ON ALL SURFACES COMING INTO CONTACT WITH JM EPDM PEEL & STICK PRODUCTS

**JM SINGLE PLY LVOC CAULK AROUND EDGE OF CORNER**

**JM EPDM LAP CAULK 3" (76 mm) UP FROM CORNER**