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078/ 15 ●  ●    ●  15 0.14 6000 ●      ●     

068/20 ●  ●     ● 20 0.23 5500 ●      ●     
078/ 20 ●  ●    ●  21 0.16 7000 ●      ●     

488/ 20 ●  ●   ●   21 0.16 8000 ●      ●     

772/20  ● ●    ●  20 0.21 8000 ●           

872/ 20  ● ●    ●  20 0.20 7500 ●      ●     

888/22  ● ●   ●   22 0.24 8500       ●     

478/ 25 ●  ●    ●  25 0.20 7000 ●      ●     

068/ 26 ●  ●     ● 26 0.25 5300           ● 

888/ 28  ● ●   ●   28 0.22 6000       ●     

068/ 30 ●  ●     ● 30 0.30 4200       ●     
488/ 30 ●  ●   ●   30 0.15 6000       ●     

888/38  ● ●   ●   38 0.29 5300       ●     

www.jm.com contact@jm.com

Polyester / Bico Spunbond
Polyester / bico spunbond is a manufactured nonwoven of randomly orientated polyester / bico filaments, mechanically-, 
thermally- or chemically-bonded, or a combination of these methods.
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488/ 40 ●     ●   40 0.16 4200       ●     

568/ 40 ●  ●     ● 40 0.40 7500 ●           

568/45 ●  ●     ● 45 0.40 7000 ●           
888/48  ●    ●   48 0.29 4000       ●     

068/ 50 ●  ●     ● 50 0.43 3600       ●     

478/50 ●  ●    ●  50 0.26 3000 ●      ●     
488/ 50 ●  ●   ●   50 0.18 3300       ●     

068/52 ●  ●     ● 52 0.46 5500           ● 

488/ 60 ●  ●   ●   60 0.21 2700       ●     
688/ 60 ●  ●   ●   60 0.30 5000 ●           

978/60  ● ●    ●  60 0.55 5500 ●           

488/ 70 ●  ●   ●   70 0.30 3400       ●     
772/70 plus  ● ●    ●  70 0.54 3000 ●           

968/70  ● ●     ● 70 0.58 4500 ●           

978/75  ● ●    ●  75 0.60 4500 ●           
488/ 80 ●  ●   ●   80 0.26 1600       ●     

968/ 80  ● ●     ● 80 0.62 4000 ●  ●          
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Polyester / Bico Spunbond
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568/ 90 ●  ●     ● 90 0.60 4000 ●           

968/ 90  ● ●     ● 90 0.63 3800 ●           

468/100 ●  ●     ● 100 0.58 1800 ●      ●     

488/ 100 ●  ●   ●   100 0.35 1400 ●      ●     
772/100 plus  ● ●    ●  100 0.60 2000 ●           

978/ 100  ● ●    ●  100 0.85 4200 ●           

768/110  ● ●     ● 110 0.59 1100   ●         

568/120 ●  ●     ● 120 0.67 3000 ●           

021/ 135 ●  ●  ●   ● 135 0.65 1000          ●  

772/135 plus  ● ●    ●  135 1.00 1900 ●           

021/ 145 HT ●  ●  ●    145 0.70 1100         ● ●  

778/150  ● ●    ●  150 1.25 1300 ●      ●     

978/150  ● ●    ●  150 1.50 3500    ●        

478/ 170 ●  ●    ●  170 0.44 280   ●  ●       

478/ 170 AS ●  ●    ●  170 0.44 280   ●  ●       

478/170 OH ●  ●    ●  170 0.44 280   ●  ●       

778/170  ● ●    ●  170 0.44 310     ●       
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478/ 235 ●  ●    ●  235 0.59 180      ●       

132/ 250 ●   ● ●    250 1.13 1000   ●          

778/250  ● ●    ●  250 0.55 150      ●       

778/250 AS  ● ●    ●  250 0.55 150      ●       

778/250 OH  ● ●    ●  250 0.55 150      ●       

778/ 250 EV1  ● ●    ●  250 0.50 55      ●       

868/250  ● ●    ●  250 0.90 650  ●           

868/280  ● ●     ● 280 0.95 550   ●          
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GFM-40 B2 yellow 9 13 M5 ISO ePM10     ●        

XLG-70 B2 orange 32 25 - ISO ePM2,5     ●        

XLG-75 B2 pink 44 30 - ISO ePM1     ●        

XLG-80 P B2 pink 47 35 F7 ISO ePM1     ●        

XLG-83 P B2 pink 56 43 F7 ISO ePM1     ●        

XLG-85 B2 pink 56 47 F7 ISO ePM1     ●        

XLG-90 B2 yellow 75 68 - ISO ePM1     ●        

XLG-95 B2 yellow 76 84 F8 ISO ePM1     ●        

XLG-95 PLUS B2 yellow 85 97 F9 ISO ePM1     ●        
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Micro Glass Filter Media
A voluminous, non bio persistent micro glass filter medium for pure mechanical filtration with a consistent performance 
and an excellent dust holding capacity. It will be produced with a polyester spunbond backing for a better stitching.  
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G 300 GL 34 tex based on synthetic oils 300 4.5      ●      

G 3000 based on synthetic oils 3000 6.5      ●      
 

Glass Needle Mat
Glass fiber needle mats are manufactured with glass fibers and mechanically bonded. Even fiber distribution is 
achieved by using a carder. The mats are available as roll goods or customized in the following variations: 
standard, thermally de-sized.

www.jm.com contact@jm.com

Product Selector Guide

 
Page 6

Johns Manville Sales GmbH • Max-Fischer-Straße 11 • 86399 Bobingen, Germany
Johns Manville Sales GmbH • Werner-Schuller-Straße 1 • 97877 Wertheim, Germany



TYPE    APPLICATION 

 

B
IN

D
ER

 T
Y

PE
 

A
R

EA
 W

EI
G

H
T 

[g
/s

qm
] 

LO
S

S
 O

N
 

IG
N

IT
IO

N
 [%

] 

FI
B

ER
 Ø

 
[M

IC
R

O
N

] 

A
U

TO
M

O
TI

V
E

 
C

A
B

IN
 A

IR
 

FI
LT

ER
 E

LE
M

EN
T 

FR
A

M
E

 

G
A

S
 T

U
R

B
IN

E
 

H
V

A
C

 

IN
D

U
S

TR
IA

L 
A

IR
 

M
IS

T 
EL

IM
IN

A
TI

O
N

 

LI
Q

U
ID

 

S
TR

IN
G

 W
O

U
N

D
 

FI
LT

ER
 

PO
O

L 
&

 S
PA

 

B
A

TT
ER

Y
 

G
A

U
N

TL
E

TS
 

B
A

TT
ER

R
Y

 
S

EP
A

R
A

TO
R

 

SAB 0,40/ 1 acrylic polymer dispersion 52 17 13           ● 

SAB 0,45 acrylic polymer dispersion 54 21 13           ● 
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Glass Fiber Nonwovens
Nonwovens made of glass fibers with defined fiber diameter and fiber length. The fibers are oriented in a random pattern 
and bonded together with an acid resistant binder. The nonwoven has the distinction of dimensional stability and good 
acid resistance.
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CD11 Bulk - 11 -      ●      

CD10 1430 1430 10 -        ●    

CD10 2000/ 2 2000 10 -        ●    

CD10 2000/ 4 2000 10 -        ●    

CD10 2000 Z60 2050 10 -        ●    

CD8 35000 35000 8 -      ●      

CD7,8 35000 1000 Z 60 35000 7,8 +1000 Z60       ●     

CD25 35000  35000 25        ●     
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Sliver / Roving / Filtration Fibers
C-glass staple fiber sliver is made of fibers with a defined fiber diameter and random fiber lengths. The products provide 
good chemical resistance characteristics.
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DISCLAIMER
Any disclosed physical or chemical properties of Johns Manvil le products and their measured values are supplied as a courtesy technical service, and do not constitute legally binding statements with respect to the quality of the Johns Manvil le products or their suitabil i ty for a particular application. These properties/values are 
not contractually binding; rather, they represent average values obtained in accordance with accepted test methods at the t ime of manufacture, and are subject to normal manufacturing variations. In particular, such properties/values should not be construed as a guarantee of specific properties or performance of the Johns Manvil le 
products described. It  is the customer’s sole responsibil i ty to examine and determine the suitabil i ty of the Johns Manvil le products for their use in any application/environment Johns Manvil le makes no guarantee, express or implied ( including , but not l imited to, any warranty of fitness-for-use for a particular application), other 
than if  expressly agreed to between the parties in writ ing . Johns Manvil le products may not be used in the manufacture or application of any medical-  or healthcare-related product or device without first disclosing to Johns Manvil le the specific intended use, as well  as securing prior written approval from Johns Manvil le for such 
use. The product properties are subject to change by Johns Manvil le without notice. Please contact Johns Manvil le to ensure current information. The Terms and Conditions of Sale and Delivery of Johns Manvil le Sales GmbH (“Johns Manvil le Terms”) products apply, including , but not l imited to, the Limited Warranty and Limitation 
of Remedy. For a copy of the Johns Manvil le Terms or any other product information, please contact your Johns Manvil le representative or view them at www.jm.com.

Blog • LinkedIn • Instagramhttps://www.instagram.com/jmextramile/https://www.linkedin.com/showcase/jm-extra-mile-/https://www.jmextramile.-

Living and leading our Core Values of PEOPLE, PASSION, 
PERFORM and PROTECT. The motivation to give our best 

for every single day by going the #JMextraMile.

https://www.linkedin.com/showcase/40917158/


